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Seamless
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Non-combustible 
wall lining to be 
used to cover
the face of
chimney breast.
Avoid joins in wall
lining directly 
above firebox 

Unit to sit on 
non-combustible base

Clearances from combustibles
• Sides =12mm
• Back =10mm
• Top =150mm (to noggin)
• Minimum enclosure height from top 

of box = 300
•	 Firebox	to	sit	flush	with	front	wall.	Do	

not	recess.
*Unit to sit on non - combustible base

Minimum framing dimensions 
and clearances

Please contact Heatmaster for 
full installation details
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•	 Award	winning	Australian	designed	and	made

•	 4	star	energy	efficient

• Heating capacity up to 100 sq meters

•	 Option	to	run	the	fire	in	decorative,	or	heating	mode

•	 Realistic	looking	Australian	coastal	driftwood

•	 Small	Flexible	flues,	vertical,	horizontal	or	under	floor

• 7 day programmable thermostat

•	 Double	glazed	glass	front	with	minimal	exposed	steel

•	 A	unique	low	profile	lineal	firebox	design	for	easy	
installation

• Great attention to detail and quality

The	Seamless	gas	fireplace	has	been	designed	
and	manufactured	in	Australia	with	consultation	
from	Australian	designers	and	architects.	With	
a sleek design and great attention to detail this 
stunning	new	award	winning	fireplace	can	be	
controlled	with	your	thermostat	remote	or	via	a	
wifi	connection	on	your	mobile	phone.

Gas Fireplace
Seamless


